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. You can run shifter through floor and you can have a switch panel. You may also have a hand throttle. If
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Doors and trunk may be welded solid, etc. DO NOT weld on the frame or the frame seams. Factory
seams only—no homemade body seams. You can weld top frame seam from the front of the A-arms
forward. Don’t weld bottom side.

If you don’t weld your doors, trunk, or tailgate, you can chain them with 3/8 chain or less—you are
allowed 2 chains per seam.

**For driver's protection, you may weld bar behind the seat from doorpost to doorpost. It can be an X, you
may also have a bar across your dash. You may connect the dash bar to bar behind seat across the
inside of front door only. You may also weld your steering column in. You can also weld a plate across
the driver’s door not to exceed 6 inches past each seam. You may have a roll loop behind the seat, which
must be welded to the floor and welded or bolted to the roof—no kickers going to the back or front of the
car.

Bumpers are interchangeable, but must be GM to GM, Ford to Ford, etc. You can weld bumper brackets
or towers to the frame. You can weld bumper brackets and shocks to the bumper. You can weld shocks
to shock towers. You can collapse shocks and you can bolt the shocks to the towers with 1/2 inch bolt or
less and it must be done vertically. You may trim bumper ends or fold them around. When welding
bumpers, shocks, and brackets — do not add any metal. Weld shocks and brackets solid if you wish. Weld
them good. We don’t want any bumpers falling off!!

Don’t weld your bumpers to anything except brackets or shocks. Front and rear bumper may have 2
straps from trunk deck, hood, or tailgate to bumper (not frame). Straps can be up to 4 inches wide and no
more than 5 inches on the bumper and 5 inches on the trunk or tailgate. Straps may be up to 1/4 inch
thick.

**Hood must have at least a 12-inch square hole cut out in case of fire. Any holes cut in hood may be
bolted back together with 5/16 or less bolt. You can put a bolt every 12 inches or 4 per hole. You will be
allowed 8 hood bolts, you MUST have at least 4 hood bolts. You may have up to 1 inch all thread — may
be used from the hood down to the frame, but must go through the front body mounts. The top 5 inches of
all thread may be welded to radiator support. Hood bolts must be sheet metal to sheet metal. Plates for
hood bolts cannot exceed 5x5x1/2 inch. Hood bolts can be up to 1 inch in diameter.

4 - 3/4 inch all-thread may go from the trunk lid to frame. You may use wire in 4 spots with 4 loops from
trunk lid and may go around the frame with the wire. CAN'T DO BOTH. Body mount bolts can be replaced
or removed.

You can patch rust holes in sheet metal with sheet metal only! Do not cut rust out; weld 2 inches beyond
rust. Do not patch the frame or weld the body to the frame.

**Suspension must be at stock height. Leaf springs must be stock, you may add one spring as long as the
main leaf spring. You cannot wrap the added leaf spring to make a double main—tow packages okay.
Leaf springs must stagger down in stock spring length from longest to smallest. You can re-clamp
springs, 4 clamps per side (homemade or factory.) Homemade clamps can't exceed 2x4x1/4 inch. You
can put spacers in sagging coil springs to get your height. You can bolt or wire coil springs to rear-end
and frame to prevent springs from falling out. You may weld leaf spring mounting brackets to prevent
them from becoming unbolted. You can loop chain or wire from rear end to frame in 2 spots on each side.
Rear-end control arms may be strengthened and reinforced, but must still be workable.

you are running an electric fuel pump, it must be hooked up to your ignition switth—when your car shuts
off, it shuts off.

You may alter your steering column to prevent loss of steering.

**You may cut wheel wells for tire clearance. Fenders may be bolted back together. The fender well may
be trimmed and welded.

For safety, you are allowed 1 strap in each door window opening. Straps can be 2 inches wide, 1/4 inch
thick, and can be welded 5 inches on the door and 5 inches on the roof. You may not use wire if you use
straps. **Hardtop cars may have another strap at the doorpost.

You are allowed 2 spots with 4 loops of wire in each window opening and may go to the frame.

**Tie rods may be strengthened and reinforced, but must be workable.




Compact Class: In addition to the above rules-

1. Front wheel driver cars must be 108” or less wheelbase & Rear wheel driver cars must have a 112” or less wheelbase. 4 or 6 engines. No V8’s

2. The K-members can be bolted tight without spacers. No welding K-member

3. Cage can’t be used to re-enforce car. No bar connected to the uni-body frame in the front or rear! If the stock gas tank is located under the car but in front of rear axle, the stock gas tank may be used.

4. Must use stock bumpers but can be welded on. We do not want them on the track.

5. All big car rules apply to compact as well as the ones above.
        Old Iron Class Rules:

1. You may plate the frame all the way through car.

2. No more than 3/16” Plating on the body.

3. All safety from stock rules applies.

4. Kicker braces on allowed. Maximum of 4 kickers.
